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SECTION SF 30 BLOCK 14 CONTINUATION PAGE

SUMMARY OF CHANGES

SECTION SF 30- BLOCK 14 CONTINUATION PAGE

The following have been added by full text:

AMENDMENT 0003
AMENDMENT NO. 3 TO SPECIFICATIONS FOR GREEN BROOK SUB BASIN OF THE RARITAN
RIVER GREEN BROOK FLOOD CONTROL PROJECT SEGMENT U BOROUGH OF BOUND
BROOK NEW JERSEY

TO BIDDERS

1. Specifications

a. Section 00800 delete paragraph 1 f. Site Description and Soil and Groundwater
Chemistry Characterization sub-paragraph 1) Site Information in its entirety without
replacement.

b. Section 02221 page 2 Part 3 Execution paragraph 3.1 CLEARING AND GRUBBING. Change first
sentence to read:

Clearing and grubbing is specified in Section 02331 Levee Construction.

c. Section 02300 Replace Paragraph 3.9.2.1 Subgrade for Pavements with new

Paragraph 3.9.2.1 furnished with this amendment.

2. Drawings:
a. Replace Sheets 18, 19, 20, 21, 22, 23, 25 and 34 with new Sheets 18, 19, 20, 21, 22,
23, 25 and 34 furnished with this amendment.

Questions and Answers (For Information Only)

With respect to Question 1 below: Plan sheet no. 29 shows a stream crossing running approximately north-south
through the contractors access road. This might be applicable to spec. section 00904 items nos. 2, 37c, 11, etc.

Plan sheet no. 29 shows the need for “Conduit Outlet Protection” from the flow through the proposed 18" RC pipe.
Plan sheet no. 32 depicts the “ Stream Crossing Through Stabilized Construction Entrance”

The stream crossing work appears to be temporary as the stone and pipe work does not remain (i.e., work is absent
from plan drawing nos. 5 and 38). That is, the stone, pipe and rip rap are removed, and the areais restored to pre-
construction conditions.

The stream crossing work might be covered by the General NJDEP permit shown on plan sheet no. W2.

Question 1: Typically, conduit outlet protection is used for permanent installations for flow through “ outlets”
such as flared end sections, headwalls, wingwalls, etc., but the plans do not show any structures to the 18" RC pipe.
Is (are) an outlet structure(s) required?

Response 1: No, the standards do not require outlet structures just outlet protection.
Question 2: The outlet protection and 18" RC piping are somewhat more applicable to permanent stabilization

reguirements; wouldn’t atemporary culvert (say 18" CMP (steel) with end sections and hay bales/ditch check be
more suitable for use for the access/haul road than 18" RCP and conduit outlet protection?
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Response 2: According to the manufacturer's literature when the CMP pipe is subject to heavy construction
loads greater protection is necessary, than when compared to normal highway traffic. A minimum of three feet of
cover isrequired for the construction loads. Due to this cover requirement, a concrete pipe was used to keep the
cover to aminimum. The outlet protection cannot be replaced by end sections and hay bales. The standards require
that an outlet protection apron be used.

Question 3: Sheet no. 25 details a*Parking Lot Paving Section” Where is this section
applicable? Perhaps, along the replaced curb to the westerly access ramp? Any other location?

Response 3: The parking ot paving section is to be used at Drainage Structure # 5, where pavement must be
removed to excavate for the new manhole. A note has been added to Sheet 25.

Question 4: Plan sheet no. 25 shows that the Shoprite driveway is 28 feet in width (i.e., 13 + 15); plan sheet no.
33 shows the width in the “Typical road section” to be 30 feet in width (15 + 15). Please clarify.

Response 4: Clarification: The Shop Rite driveway is 30 feet in width (two 15-foot sections). The detail on
Sheet 25 has been corrected.

Question 5: What is the limit and extent of curb replacement along Tea Street at Cedar Crest Drive, if any. Plan
sheet 29 shows to “ depress curb”, but plan sheet 34 doesn’t show any curb work for Tea Street, nor Cedar Crest
Drive. Please clarify.

Response 5: Depressed curb isrequired at Route 22 and at Tea Street, as well as the emergency driveway which
connects the Shop Rite Driveway to Teastreet. Notes have been added to sheets 25 and 34.

Question 6: Topsoil and vegetative stripping are to be performed to a depth of 12" per specification section
02331 article 1.3.3, and as verified by what is shown by drawing sheet nos. 8,9,10 and 36.

However, article 3.1 indicates that grubbing is performed to the depth of 3 feet (36”); grubbing istypically to a
depth of three inches for removal of surface vegetative growth, and not three feet. It is understood that clearing will
include tree removal and root raking. Please advise as to whether or not the specifications want three foot htickness
of existing soils grubbed & removed, or not. Grubbing three feet will have a significant impact on cost.

Response 6: The specifications are correct, grubbing would be to 3 feet. This does not mean to remove the soil
down to 3 feet, but to remove roots and other vegetation down to 3 feet so that nothing will deteriorate or grow
within the levee, possibly leaving voids.

Question 7: Asto be consistent with other similar, profiles, it isassumed for area sections at stations 23+91.42
and at 23+56, on the easterly side of the flood wall, that the soils backfilling the wall are applicable to legend key #7
—“compacted common fill”. The designation was not shown on these two end area stations.

Response 7: Clarification: Compacted Common Fill — Item No. 7, isto be used to backfill the Protected
(Easterly) side of the floodwall.

Question 8: The specification for the “levee clay” embankment fill lists various material types, and appears to
set aminimum lean clay content of 30%. However, no sieve size gradation is provided for gravel and sand size
components.

Some of the prospective suppliers have indicated that they may not be able to quote without a detailed gradation
requirements for the embankment fill

Note that this material is either obtained via borrow pit which is most likely because of the volume required, or
imported from outside the site sources. With 15% shrinkage, imported materials would exceed approx. 16,000 CY.

Response 8: We do not want to specify a gradation for the gravel or sand of the embankment fill. Thiswould
increase the cost of the material since there would be alarge quantity to be place within the levee section. Many fills
would be prohibited or restricted by the specify gradation. The Contractor is suppose obtain afill that would contain
afairly high percentage of silt or lean clay. The percentage of lean clay (CL) can be aslow as 30% which would
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shrink to cause an increase in volume to be placed within the levee. The contractor should note in the specs. that fill
material should be of a consistency to be compacted to 90% maximum density which can include gravel and sand.

3. ThisAmendment shall be attached to the specifications and shall be a part thereof.

(End of Summary of Changes)



Section 02300
3.9.2.1 Subgrade for Pavements
Percentage of Laboratory Maximum Dendty Require

Cohesive Cohesionless
Materids Materias
90 95

Subgrade for pavements shall be compacted to at least 95 percentage laboratory
maximum dengity for the depth below the surface of the pavement shown. When more
than one soil dassfication is present in the subgrade, the top 6 inches of subgrade shdl
be scarified, windrowed, thoroughly blended, reshaped, and compacted.



